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Bearing No.
Boundary dimensions

（mm） Basic load ratings(kN) Limiting
speed(rpm ) Mass

d D B Dynamic(Cr) Static(Cor) Grease Oil Kg

23022CAW33 110 170 45 293 465 2200 3000 3.7

23022CAKW33 110 170 45 293 465 2200 3000 3.7

23022MBW33 110 170 45 293 465 2200 3000 3.7

23022MBKW33 110 170 45 293 465 2200 3000 3.7

23024CAW33 120 180 46 315 527 1800 2500 4.29

23024CAKW33 120 180 46 315 527 1800 2500 4.29

23024MBW33 120 180 46 315 527 1800 2500 4.29

23024MBKW33 120 180 46 315 527 1800 2500 4.29

23026CAW33 130 200 52 400 655 1700 2300 5.7

23026CAKW33 130 200 52 400 655 1700 2300 5.7

23026MBW33 130 200 52 400 655 1700 2300 5.7

23026MBKW33 130 200 52 400 655 1700 2300 5.7

23028CAW33 140 210 53 395 705 1600 2100 6.24

23028CAKW33 140 210 53 395 705 1600 2100 6.24

23028MBW33 140 210 53 395 705 1600 2100 6.24

23028MBKW33 140 210 53 395 705 1600 2100 6.24

23030CAW33 150 225 56 407 725 1500 1900 7.51

23030CAKW33 150 225 56 407 725 1500 1900 7.51

23030MBW33 150 225 56 407 725 1500 1900 7.51

23030MBKW33 150 225 56 407 725 1500 1900 7.51

23032CAW33 160 240 60 495 875 1500 1900 9.7

23032CAKW33 160 240 60 495 875 1500 1900 9.7
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23032MBW33 160 240 60 495 875 1500 1900 9.7

23032MBKW33 160 240 60 495 875 1500 1900 9.7

23034CAW33 170 260 67 640 1040 1400 1800 12.55

23034CAKW33 170 260 67 640 1040 1400 1800 12.55

23034MBW33 170 260 67 640 1040 1400 1800 12.55

23034MBKW33 170 260 67 640 1040 1400 1800 12.55

23036CAW33 180 280 74 710 1210 1300 1600 16.4

23036CAKW33 180 280 74 710 1210 1300 1600 16.4


