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Bearing No.
Boundary dimensions

（mm） Basic load ratings(kN) Limiting
speed(rpm ) Mass

d D B Dynamic(Cr) Static(Cor) Grease Oil Kg

23122CAW33 110 180 56 365 562 1900 2600 5.5

23122CAKW33 110 180 56 365 562 1900 2600 5.5

23122MBW33 110 180 56 365 562 1900 2600 5.5

23122MBKW33 110 180 56 365 562 1900 2600 5.5

23124CAW33 120 200 62 410 660 1700 2300 7.64

23124CAKW33 120 200 62 410 660 1700 2300 7.64

23124MBW33 120 200 62 410 660 1700 2300 7.64

23124MBKW33 120 200 62 410 660 1700 2300 7.64

23126CAW33 130 210 64 499 777 1600 2200 8.4

23126CAKW33 130 210 64 499 777 1600 2200 8.4

23126MBW33 130 210 64 499 777 1600 2200 8.4

23126MBKW33 130 210 64 499 777 1600 2200 8.4

23128CAW33 140 225 68 560 925 1500 1800 10.54

23128CAKW33 140 225 68 560 925 1500 1800 10.54

23128MBW33 140 225 68 560 925 1500 1800 10.54

23128MBKW33 140 225 68 560 925 1500 1800 10.54

23130CAW33 150 250 80 683 1170 1300 1600 15.67

23130CAKW33 150 250 80 683 1170 1300 1600 15.67

23130MBW33 150 250 80 683 1170 1300 1600 15.67

23130MBKW33 150 250 80 683 1170 1300 1600 15.67

23132CAW33 160 270 86 833 1290 1200 1600 19.8

23132CAKW33 160 270 86 833 1290 1200 1600 19.8
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23132MBW33 160 270 86 833 1290 1200 1600 19.8

23132MBKW33 160 270 86 833 1290 1200 1600 19.8

23134CAW33 170 280 88 1040 1500 1100 1500 21.5

23134CAKW33 170 280 88 1040 1500 1100 1500 21.5

23134MBW33 170 280 88 1040 1500 1100 1500 21.5

23134MBKW33 170 280 88 1040 1500 1100 1500 21.5

23136CAW33 180 300 96 1100 1720 1000 1400 27.5

23136CAKW33 180 300 96 1100 1720 1000 1400 27.5


